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Function Range Best Accuracy/ 
  Best Resolution
Volts AC  600  1.2%±8 / 0.001
Amps AC  400  2.0%±10 / 0.01
Volts DC  600  0.5%±2 / 0.001
Ohms  40M 1.0%±5 / 0.01
µAmps DC  400  1.0%±2 / 0.1
Battery 9V, 200 hrs Typical Alkaline
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Model:  SC220           H27-754

Compact
Clamp Meter

Model SC220

SC220

Rugged Display 
Broad temperature range tolerance allows 
for testing in freezers and on rooftops.
Microamps DC
Test flame rectifier circuits on those calls when 
the heater turns on and then off again.
And More

 Hi-voltage warning.
 Data hold.
 Non contact voltage.
 Continuity.
 Diode test.
 Low ohm range for motor windings.
 Read up to 400AAC.
  0.01AAC resolution.
 Auto-Power-Off.
 9V Battery.
 NIST traceable.

Included:
SC220 Clamp Meter
ADLS2 Silicone Leads
ANC4 Padded Case
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Watch the 
Video!

Get the free mobile app at
http:/ /gettag.mobi

Compact 
Clamp Meter

Model SC220

Grab It
The clamp’s 
claw grabs 
the wire 
you want to 
measure.

Test Flame Rectifier
Insert the meter in series with the flame 
sensing rod to see if the rod is sensing 
proper current.

Test Motor Windings
Use low ohm ranges and see  
if the windings add up.
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SC220 Specs

Suitable replacement for model SC45

HVACR Features
 Affordable convenience for HVACR electrical 
testing. Autoranging in a compact clamp meter.

DO 
MORE

400AAC
Microamps

DC

Compact
Clamp  
Meter
SC220

RIGHT STUFF

NEW


